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1. PREFABRICATED EXTERNAL WALL ELEMENT

2. CLADDING LAMELLA

3. SUPPORT STUD CA1SS1

4. SCREW S1H48025D03 (SFS intec SD3-4.8x25) THE FINAL EXECUTION ALWAYS
5. SCREW S3H48020D03A4 (SFS intec SD3-S-A14-4.8x20) ACCORDING TO INSTRUCTION

6. HORIZONTAL BRACE STRIP (for fastening studs) OF THE STRUCTURAL DESIGNER
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1. SANDWICH PANEL
2. CLADDING LAMELLA

3. SUPPORT STUD CA1SS1 THE FINAL EXECUTION ALWAYS

4. RIVET (e.g. SFS intec ATC-D-3.2x8.0) ACCORDING TO INSTRUCTION
5. SCREW S3H48020D03A4 (SFS intec SD3-S-A14-4.8x20) OF THE STRUCTURAL DESIGNER

Copyright © Rautaruukki Corporation. Allowed only for designs with Ruukki's products
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Liner tray
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1. LINER TRAY

2. CLADDING LAMELLA
3. SUPPORT STUD CA1SS1

4. SCREW (e.g. SFS intec SDT5-S19-5.5x77)

THE FINAL EXECUTION ALWAYS

5. SCREW S3H48020D03A4 (SFS intec SD3-S-A14-4.8x20) ACCORDING TO INSTRUCTION

6. HARD MINERAL WOOL (wind barrier)

OF THE STRUCTURAL DESIGNER
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1. CONCRETE
2. CLADDING LAMELLA

3. SUPPORT STUD CA1SS1

4. SCREW S1H48025D03 (SFS intec SD3-4.8x25)

5. SCREW S3H48020D03A4 (SFS intec SD3-S-A14-4.8x20)
6. ADJUSTABLE FASTENER CAFRSP

7. SPIKE (e.g. SFS intec DT-6.3x51)
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THE FINAL EXECUTION ALWAYS
ACCORDING TO INSTRUCTION
OF THE STRUCTURAL DESIGNER
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Timber
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1. TIMBER STUDS 2. CLADDING LAMELLA
3. SUPPORT STUD CA1SS1
4. SCREW (e.g. SFS intec SW-T-A14-4.8x35)

5. SCREW S3H48020D03A4 (SFS intec SD3-S-A14-4.8x20) THE FINAL EXECUTION ALWAYS
6. WOODEN BATTEN ACCORDING TO INSTRUCTION

7. HARD MINERAL WOOL (wind barrier) OF THE STRUCTURAL DESIGNER
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